SECTION 102800 - TOILET AND BATH ACCESSORIES

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

1. Public-use washroom accessories.
2. Childcare accessories.
3. Custodial accessories.

B. The toilet and bath accessories noted in this Section of the Specification pertain only to the new St. Francis of Assisi Catholic Church. The toilet accessories for the St. Francis of Assisi rectory are noted on the interior elevations of the bathroom areas for the Rectory.

1.2 SUBMITTALS

A. Product Data: For each type of product indicated.

B. Product Schedule: Indicating types, quantities, sizes, and installation locations by room of each accessory required.

1. Identify locations using room designations indicated.
2. Identify products using designations indicated.

C. Maintenance data.

D. Warranty: Sample of special warranty.

PART 2 - PRODUCTS

2.1 PUBLIC-USE WASHROOM ACCESSORIES

A. Basis-of-Design Product: Subject to compliance with requirements, provide product indicated on Drawings or comparable product by one of the following:

1. A & J Washroom Accessories, Inc.
2. Bobrick Washroom Equipment, Inc.
3. GAMCO Specialty Accessories; a division of Bobrick Washroom Equipment, Inc.
4. Accurate Bathroom Accessories

B. Toilet Tissue (Roll) Dispenser:

1. Basis-of-Design Product: Bobrick B-3888
2. Description: Roll-in-reserve dispenser with hinged front secured with tumbler lockset.
5. Capacity: Designed for 4-1/2- or 5-inch- (114- or 127-mm-) diameter tissue rolls.

C. Toilet Tissue (Roll) Dispenser:

1. Basis-of-Design Product: Bobrick B-386
2. Description: Dual sided multi-roll dispenser.
5. Capacity: Holes two standard core toilet tissue rolls up to 5/8” diameter for each toilet compartment.

D. Paper Towel (Folded) Dispenser and Waste Receptacle:

1. Basis-of-Design Product: Bobrick B-3944
2. Mounting: Recessed
3. Minimum Capacity: 600 C-fold or 800 multifold towels
5. Liner: Manufacturer’s standard.
7. Refill Indicators: Pierced slots at sides or front.

E. Liquid-Soap Dispenser:

1. Basis-of-Design Product: Bobrick B-306
2. Description: Designed for dispensing soap in liquid or lotion form.
3. Mounting: Horizontally oriented, recessed
7. Refill Indicator: Window type.

F. Grab Bar:

1. Basis-of-Design Product: Bobrick B-6806
3. Material: Stainless steel, 0.05 inch (1.3 mm) thick.
   a. Finish: Smooth, No. 4 finish (satin) on ends and slip-resistant texture in grip area.
4. Outside Diameter: 1-1/2 inches (38 mm).
5. Configuration and Length: As indicated on Drawings

G. Sanitary-Napkin Disposal Unit:

1. Basis-of-Design Product: Bobrick B-353
2. Mounting: Recessed
3. Door or Cover: Self-closing, disposal-opening cover and hinged face panel with tumbler lockset.
5. Material and Finish: Stainless steel, No. 4 finish (satin)

H. Sanitary-Napkin Disposal Unit:
1. Basis-of-Design Product: Bobrick B-354
3. Door or Cover: Self-closing, disposal-opening cover and hinged face panel with tumbler lockset.
5. Material and Finish: Stainless steel, No. 4 finish (satin)

2.2 CHILDCARE ACCESSORIES

A. Basis-of-Design Product: Subject to compliance with requirements, provide product indicated on Drawings or comparable product by one of the following:

1. American Specialties, Inc.
2. GAMCO Specialty Accessories; a division of Bobrick Washroom Equipment, Inc.
3. Koala Kare Products; a division of Bobrick Washroom Equipment, Inc.

B. Diaper-Changing Station:
1. Basis-of-Design Product: Koala Baby Changing Station
2. Description: Horizontal unit that opens by folding down from stored position and with child-protection strap.
   a. Engineered to support a minimum of 250-lb (113-kg) static load when opened.
3. Mounting: Surface mounted, with unit projecting not more than 4 inches (100 mm) from wall when closed.
5. Material and Finish: HDPE in manufacturer's standard color

2.3 FABRICATION

A. Keys: Provide universal keys for internal access to accessories for servicing and resupplying. Provide minimum of four keys to Owner's representative.
PART 3 - EXECUTION

3.1 INSTALLATION

A. Install accessories according to manufacturers' written instructions, using fasteners appropriate to substrate indicated and recommended by unit manufacturer. Install units level, plumb, and firmly anchored in locations and at heights indicated.

B. Grab Bars: Install to withstand a downward load of at least 250 lbf (1112 N), when tested according to ASTM F 446.

END OF SECTION 102800